SCISSORSLIFT OPERATOR’S CHECKLIST

	Jobsite/Facility:
	Operator:
	Date:

	Lift Number:
	Hour Meter Reading:
	


Lift Capacity and Inspection

1. Check for and thoroughly read operator’s manual that should be with each lift.

2. Know capacity of lift (see operator’s manual).

3. Perform walk-around inspection, checking for unsafe items, such as:

• Loose pins

• Damaged tires

• Worn or leaking hoses and lines

• Damaged controls

• On electric lifts, worn or exposed battery connections

• Damaged or obstructed emergency operating controls

Surface Hazards

4. Check for and, if possible, clear work surface of hazards, such as:

• Covered openings

• Holes, ditches, and other depressions

• Protrusions, such as piping

• Uneven surfaces

• General clutter and trash

5. Make sure all controls are accessible and clearly marked, and read all safety and hazards placards.

6. Make sure all gates and access way chains operate properly and are closed or hooked before operating lift.

7. On gasoline or propane powered lifts:

• Start engine on low throttle with moderate use of choke.

• If inside a building, verify safety measures regarding fume dispersion.

Raising and Lowering Lift

8. Before raising or lowering lift:

• Verify that lift is on level ground.

• Verify again that all machine doors are closed and latched.

• Check for adequate clearances around lift platform.

• Check for adequate headroom.

• Check for possible entanglement of cords, leads, and hoses that may hand from the   platform.

• Make sure all gates and safety chains are closed and secured.

• Secure all materials, tools, and containers to prevent them from accidentally falling or being kicked from the platform.

Moving lift

9. Before moving lift:

• Do not allow wires, cords, hoses, ropes, or other materials to trail down from the platform.

• Use extreme care if moving in an elevated position.

• Make sure all gates and safety chains are closed and secured.

• Operator must face in the direction of travel. Watch for holes, bumps, and obstacles.

10. Listen for strange mechanical sounds that could indicate possible failure of equipment.

11. If lift is disabled, “red tag” it and notify the Baugh Superintendent.

12. Keep all body parts inside the platform railing during lifts or traveling.

13. When leaving lift, shut off engine and master switch.

14. Never move lift over surfaces covered with visqueen, plywood, tarps, or other coverings before checking for holes, trenches, and depressions.

15. Do not operate near power lines.

16. Never override the “dead man” foot pedal or jam it in the operating position.

Tie off when using extensions

17. Do not use ladders, planks, or other devices to extend or increase the work position from the platform unless using 100% tie-off to anchorage point of 5,000 pounds prior to leaving the work platform floor.

18. Never attach any form of boom, basket, ladder assembly, or other device to the exterior of the platform that would compromise the center of gravity of the lift. Keep materials as close to the center of gravity as possible. Any modification to the lift must have written authorization from the manufacturer, with documentation onsite.

19. Do not operate electric lift with power cords still attached to the battery charger.

Tie off when using extensions

20. Do not sit, stand, or climb on the platform railing. Keep feet on the platform floor at all times.

21. Never exceed the weight capacities of the lift.
In Case of Lift Failure
22. In case of lift failure in the extended position:

• Do not climb down the scissors assembly if at all possible.

• Use emergency power to return to the ground level.

• If emergency controls are at ground level, call for assistance and have a qualified person lower the lift.

23. Keep platform floor clear of debris and trip hazards.

24. Regularly check all cords, hoses, and other lines extending from the platform for possible entanglement in the scissors assembly.

25. Do not assume that scaffold planking, plywood, or typical framing is sufficient to bear the weight of the lift.

When on an incline

26. When moving on an incline:

• Lower platform completely.

• Check operator’s manual for maximum operating slope before proceeding and comply with the directives.

• Use low operating speeds only.

• Remove all gear from the platform.

• Make sure pathway is free and clear.
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